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video filter bandwidth shall not be less than 
the resolution bandwidth. 

* * * * * 

§ 90.212 Provisions relating to the use 
of scrambling devices and digital 
voice modulation. 

(a) Analog scrambling techniques 
may be employed at any station au-
thorized the use of A3E, F3E, or G3E 
emission, subject to the provision of 
paragraph (d) of this section. 

(b) The use of digital scrambling 
techniques or digital voice modulation 
requires the specific authorization of 
F1E or G1E emission, and these emis-
sions will only be authorized subject to 
the provisions of paragraph (d) of this 
section. 

(c) The transmission of any non-voice 
information or data under the author-
ization of F1E or G1E emission is pro-
hibited. However, stations authorized 
the use of F1E or G1E emission may 
also be authorized F1D, F2D, G1D or 
G2D emission for non-voice commu-
nication purposes, pursuant to para-
graph (k) of § 90.207. 

(d) Station identification shall be 
transmitted in the unscrambled analog 
mode (clear voice) or Morse code in ac-
cordance with the provisions of § 90.425. 
All digital encoding and digital modu-
lation shall be disabled during station 
identification. 

[43 FR 54791, Nov. 22, 1978, as amended at 47 
FR 15340, Apr. 9, 1982; 49 FR 48711, Dec. 14, 
1984] 

§ 90.213 Frequency stability. 
(a) Unless noted elsewhere, transmit-

ters used in the services governed by 
this part must have a minimum fre-
quency stability as specified in the fol-
lowing table. 

MINIMUM FREQUENCY STABILITY 
[Parts per million (ppm)] 

Frequency range (MHz) Fixed and 
base stations 

Mobile stations 

Over 2 
watts 
output 
power 

2 watts 
or less 
output 
power 

Below 25 ...................... 1,2,3 100 100 200 
25–50 20 20 50 
72–76 ........................... 5 .............. 50 
150–174 ....................... 5,11 5 6 5 4,6 50 
216–220 ....................... 1 .0 .............. 1 .0 
220–222 12 ................... 0 .1 1 .5 1 .5 

MINIMUM FREQUENCY STABILITY—Continued 
[Parts per million (ppm)] 

Frequency range (MHz) Fixed and 
base stations 

Mobile stations 

Over 2 
watts 
output 
power 

2 watts 
or less 
output 
power 

421–512 ....................... 7,11,14 2 .5 8 5 8 5 
806–821 ....................... 14 1 .5 2 .5 2 .5 
821–824 ....................... 14 1 .0 1 .5 1 .5 
851–866 ....................... 1 .5 2 .5 2 .5 
866–869 ....................... 1 .0 1 .5 1 .5 
896–901 ....................... 14 0 .1 1 .5 1 .5 
902–928 ....................... 2 .5 2 .5 2 .5 
902–928 13 ................... 2 .5 2 .5 2 .5 
929–930 ....................... 1 .5 .............. ..............
935–940 ....................... 0 .1 1 .5 1 .5 
1427–1435 ................... 9 300 300 300 
Above 2450 10 .............. ...................... .............. ..............

1 Fixed and base stations with over 200 watts transmitter 
power must have a frequency stability of 50 ppm except for 
equipment used in the Public Safety Pool where the fre-
quency stability is 100 ppm. 

2 For single sideband operations below 25 MHz, the carrier 
frequency must be maintained within 50 Hz of the authorized 
carrier frequency. 

3 Travelers information station transmitters operating from 
530–1700 kHz and transmitters exceeding 200 watts peak en-
velope power used for disaster communications and long dis-
tance circuit operations pursuant to §§ 90.242 and 90.264 
must maintain the carrier frequency to within 20 Hz of the au-
thorized frequency. 

4 Stations operating in the 154.45 to 154.49 MHz or the 
173.2 to 173.4 MHz bands must have a frequency stability of 
5 ppm. 

5 In the 150–174 MHz band, fixed and base stations with a 
12.5 kHz channel bandwidth must have a frequency stability 
of 2.5 ppm. Fixed and base stations with a 6.25 kHz channel 
bandwidth must have a frequency stability of 1.0 ppm. 

6 In the 150–174 MHz band, mobile stations designed to op-
erate with a 12.5 kHz channel bandwidth or designed to oper-
ate on a frequency specifically designated for itinerant use or 
designed for low-power operation of two watts or less, must 
have a frequency stability of 5.0 ppm. Mobile stations de-
signed to operate with a 6.25 kHz channel bandwidth must 
have a frequency stability of 2.0 ppm. 

7 In the 421–512 MHz band, fixed and base stations with a 
12.5 kHz channel bandwidth must have a frequency stability 
of 1.5 ppm. Fixed and base stations with a 6.25 kHz channel 
bandwidth must have a frequency stability of 0.5 ppm. 

8 In the 421–512 MHz band, mobile stations designed to op-
erate with a 12.5 kHz channel bandwidth must have a fre-
quency stability of 2.5 ppm. Mobile stations designed to oper-
ate with a 6.25 kHz channel bandwidth must have a fre-
quency stability of 1.0 ppm. 

9 Fixed stations with output powers above 120 watts and 
necessary bandwidth less than 3 kHz must operate with a fre-
quency stability of 100 ppm. Fixed stations with output powers 
less than 120 watts and using time-division multiplex, must 
operate with a frequency stability of 500 ppm. 

10 Frequency stability to be specified in the station author-
ization. 

11 Paging transmitters operating on paging-only frequencies 
must operate with frequency stability of 5 ppm in the 150–174 
MHz band and 2.5 ppm in the 421–512 MHz band. 

12 Mobile units may utilize synchronizing signals from asso-
ciated base stations to achieve the specified carrier stability. 

13 Fixed non-multilateration transmitters with an authorized 
bandwidth that is more than 40 kHz from the band edge, 
intermittently operated hand-held readers, and mobile tran-
sponders are not subject to frequency tolerance restrictions. 

14 Control stations may operate with the frequency tolerance 
specified for associated mobile frequencies. 

(b) For the purpose of determining 
the frequency stability limits, the 
power of a transmitter is considered to 
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